
	Тип
	Краткое описание
	Рабочая частота, кГц
	Наличие внешнего транзистора
	I вых. - ток LED, А
	U вх., В
	Рабочая t, °С
	Корпус

	 9910M1K
	Универсальный драйвер LED высокой яркости с контролем димминга
	300
	+
	1.0
	AC/DC 10-600
	-40 +85
	DIP-8, SO-8

	 HV601K
	Драйвер светодиодов высокой яркости с коррекцией коэффициента мощности
	45
	-
	0.23
	50-700
	-40 +85 
	DIP-8, SO-8

	 6621K
	Линейный Off-line LED драйвер
	-
	-   
	0.02-0.06
	5-500
	-40 +85 
	SO-8

	 911K
	Монолитный высоковольтный ШИМ контроллер с коррекцией коэффициента мощности
	90
	+
	0.5
	85-265 Vac.
	-25 +85
	DIP-8, SO-8

	6923К
	ИС контроллера 3х сегментного LED-драйвера с питанием от сети переменного тока
	-
	-
	3*100mA
	5-400
	-40 +105
	TO-252-5L

	ИС управления питанием производства Микрон доступны как в виде кристаллов на пластинах, так и в корпусированном исполнении. Минимальная партия заказа корпусированных изделий: от 100 000 штук.


ИС DC-DC LED драйверов
	Тип
	Краткое описание
	Рабочая частота, кГц
	I вых. - ток LED, А
	U вых., В
	U вх., В
	Рабочая t, °С
	Корпус

	19371K
	Повышающий конвертер для белых светодиодов
	1300
	0.2
	30
	2,5-10
	0 +70
	SOT-23-6, SO-8

	34063CM3K
	Повышающий / понижающий / инвертирующий DC-DC конвертер
	180 (макс)
	0.75
	40
	3.0-40
	-40 +85
	DIP-8, SO-8

	402UK
	Линейный LED драйвер
	-
	0.065
	38
	40
	-40 +125
	SC-74

	LT1937K
	Повышающий конвертер для белых светодиодов
	1200
	0.2
	36
	2.5-10
	 -40 +85
	SOT-23-5

	19371MK
	Повышающий конвертер для белых светодиодов
	1300
	0.2
	30
	2.5-10
	 -40 +85 
	SOT-23-6

	34063M4K
	Повышающий / понижающий / инвертирующий DC-DC конвертер
	100 (макс)
	1.1 
	40
	3.0-40
	 -40 +85
	DIP-8, SO-8

	2С76К
	Понижающий LED конвертер с операционным усилителем
	52
	3.0
	60
	60
	 -40 +85
	TO-220, TO-263, SO-8



AC-DC LED drivers
	Item
	Description
	Operating frequency, kHz
	Ext. transistor required
	LED current, I out, А
	U in, В
	Operating temperature, °С
	Recommended package
	Availability
	

	9910M1K
	Universal high brightness dimming LED driver
	300
	+
	1.0
	10-600
	-40 +85
	DIP-8, SO-8
	Now
	[image: http://mikron.ru/bitrix/templates/mikron/images/icon-pdf.png]Datasheet, pdf

	HV601K
	General purpose driver for bright LEDs with PFC
	45
	-
	0.23
	50-700
	-40 +85
	DIP-8, SO-8
	Now
	[image: http://mikron.ru/bitrix/templates/mikron/images/icon-pdf.png]Datasheet, pdf

	6621K
	Off-line linear LED driver
	-
	-
	0.02-0.06
	5-500
	-40 +85
	SO-8
	Now
	[image: http://mikron.ru/bitrix/templates/mikron/images/icon-pdf.png]Datasheet, pdf

	911K
	Monolithic high voltage switching regulator-controller with PWM/PFM control
	90
	+
	0.5
	85-265 Vac.
	-25 +85
	DIP-8, SO-8
	Now
	[image: http://mikron.ru/bitrix/templates/mikron/images/icon-pdf.png]Datasheet, pdf

	6923К
	3-Segment AC Input HV LED Driver
	-
	built-in
	3*100mA
	5-400 В
	-40..+105
	TO-252-5L
	Now
	



DC-DC LED drivers
	Item
	Description
	Operating frequency, kHz
	LED current, I out, А
	V out, V
	V in, V
	Operating temperature, °С
	Recommended package
	Availability
	

	19371K
	White LED step-up converter
	1300
	0.2
	30
	2.5÷10
	0 +70
	SOT-23-6, SO-8
	Now
	[image: http://mikron.ru/bitrix/templates/mikron/images/icon-pdf.png]Datasheet, pdf

	34063CM3K
	Step-down/up inverting DC-DC converter
	Freq 180 (max)
	0.75
	40
	3.0-40
	-40 +85
	DIP-8, SOP-8
	Now
	[image: http://mikron.ru/bitrix/templates/mikron/images/icon-pdf.png]Datasheet, pdf

	402UK
	Linear LED driver
	-
	0.065
	38
	40
	-40 +125
	SC-74
	Now
	[image: http://mikron.ru/bitrix/templates/mikron/images/icon-pdf.png]Datasheet, pdf

	LT1937K
	White LED step-up converter
	1200
	0.2
	36
	2.5-10
	-40 +85
	SOT-23-5
	Now
	[image: http://mikron.ru/bitrix/templates/mikron/images/icon-pdf.png]Datasheet, pdf

	19371MK
	White LED step-up converter
	1300
	0.2
	30
	2.5-10
	-40 +85
	SOT-23-6
	Now
	[image: http://mikron.ru/bitrix/templates/mikron/images/icon-pdf.png]Datasheet, pdf

	34063M4K
	DC-DC converter control circuit for LEDs
	Freq 100 (max)
	1.1
	40
	3.0-40
	-40 +85
	DIP-8, SO-8
	Now
	[image: http://mikron.ru/bitrix/templates/mikron/images/icon-pdf.png]Datasheet, pdf

	2С76К
	Step-down LED converter with operational amplifier
	52
	3.0
	60
	60
	-40 +85
	TO-220, TO-263, SO-8
	Now
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