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主要技术指标
	型号
包含湿度控制---CW
不含湿度控制---CT
	CW/T0670W5
CW/T0670W10
CW/T0670W15
	CW/T1270W5
CW/T1270W10
CW/T1270W15
	CW/T2770W5
CW/T2770W10
CW/T2770W15

	    标称内容积（m3）
	0.62
	1.20
	2.73

	性
能
	温度范围
	-70℃～+150℃

	
	 湿度范围(仅湿热型）
	(20～98) %RH/ (20～85) ℃

	
	温度波动度
	≤0.5℃(按GB/T5170.2-2008规则表示)

	
	温度偏差
	±1.5℃

	
	湿度偏差(仅湿热型）
	±3.0%RH(湿度>75%RH),   ±5.0%RH（湿度≤75%RH)

	
	温度变化速率
	5/10/15℃/min（标准负载下，-55℃～+70℃，全程平均，入风区控制点测量）

	
	标准负载
	15kg铝锭，350W发热量
	50kg铝锭，700W发热量
	100kg铝锭，1000W发热量

	内部尺寸
(mm)
	W
	800
	1000
	1300

	
	H
	1100
	1200
	1500

	
	D
	700
	1000
	1400

	适用电源
	380V（三相四线+保护地线）

	额定功率（KW）
	CW
	W5:25、W10:40、W15:50
	W5:40、W10:50、W15:80
	W5:60、W10:85、W15:115

	
	CT
	W5:22、W10:37、W15:48
	W5:35、W10:45、W15:75
	W5:55、W10:80、W15:108

	冷凝方式
	水冷
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Model CWITOTOWS CWIT1270Ws cwm2r70ws

Including humidity control CWIT0570W10 CWIT1270W10 CWIT2770W10

Excluding humidity control CWIT0S70W15 CWIT1270W15 CWIT2770W15,
Nominal interior volume (L) 613 1200 2730

‘Temperature range

70°C - +150C

Humidity range (only for
humidiy type)

(20~98) %RH (20~ 85)°C

‘Temperature fluctuation

<0,5°C (According to GBIT5170.2-2008)

‘Temperature deviation
Performance

215

Humidity eviation (only
humidiy type)

£3.0%RH(HUMIdity>75%RH), 25 0%RH (HUmidity<75%RH)

Temperature change rate

5/10/15°C/min_(Average rate, under -55°C~+70°C)

Standard load

5/10/5°Cimin (Average

50kg aluminum ingots.

100kg aluminum ingots,

rate, under -65°C~+70°C) |  700W heating power | 1000 heating power
w 800 1000 1300
Inside dimension
f H 1100 1200 1500
D 700 1000 1400

Power supply

380V (three phases four wires + protective

grounding vire)

Condensing method

Water-cooled

cow

Power capacity
cr

W525, W10:40, W15:50

W5:40, W10:50, W15:80

W5'60, W10:85, W15:115

W5:22, W1037, Wi5:48

W5.35, W10:45, W15.75

W55, W10:80, W15:108.





